INSTALL NEW TEMPERED

EXISTING STAIR TO REMAIN

FLOOR PLAN LEGEND

\Orbmw ‘ON LOWER SASH
OR INSTALL %" PLASTIC
POLY PLEX GLASS
|
= = e —— = -
Gt Tt e z T <
SINK/VANITY | o ‘_‘\
BASE CABINI s - e
K/ A
TREATMENTRM #3 | | TREATMENT RM 84 _V\\ﬁ
123 NSF 93 NSF X
NEW T ‘
s g AN

——

SINKIVANITY
BASE CABINET

TREATMENT RM #5

[EX DOOR|

STORAGH

253 NSF

PP = m—

TREATMENT RM #6
224 NSF

——

X DOOR.

ENT

r— T

EXISTING STAIR TO REMAIN

26 zmm\%
=X DOOF
—— 1 —1F—

wALL
oven

777
[

o0
EXISTING,
FURNITUREL o0
CABINETRY

TOREMAIN
KITCHEN
109 NSF

his7

EX DOOJ

OFFICE
254'NSF

66

NSE

STORAGE

NEW DOOR|
3.0'x618"

TRENCH ON EXISTING FLOOR SLAB

FOR NEW PLUMBING

574 P

EXDOOR

RECEPTION H
204 NSF

9 i Wiy o

T W = L

A e e

 IREATMENT RM#1
T NSF o ey

SLOPE DN

I

NEW WALKWAY
PITCH 1/4" PER FOOT

190"

IREATMENT
BMEZ

(] EXISTING WALL
] NEW WALL
2x4 WOOD STUD 16" O.C.
WITH J%" GWB TYPICAL
="} NEW 2HR RATED WALL

GAFILENO. WP 3812 | GENERIC | 2 HOUR 7 _’um to 59 STC

FIRE SOUND
(GYPSUM WALLBOARD, WOOD STUDS
pe X gypsum wallboard or gypsum veneer base applied at rght angles to Ao ———
whth 6d coaled nalls, 47/s" long, 0.086" shank, /4" heads, 16* w5 e -
ypsum wallboard or gypsum veneer base applied at right
rand to top and botlom plates wih 8d coated nails, 2%s*
's, B” 0.c. Joints offsal 24" from base Iayer Joints.

lboard or gypsum venaer base applied paraliol with 6d 3 T R 1
5" shank, ¥4" heads, 8" o.c. - ———— _— :

and separaled by 1" space. Walls Independently loaded. <
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ibar insulation, 0.75 pcf, frictlon fil in stud spaces. (LOAD- v’A

(FM WP 297, 1-5-73)

Sound Test: Estimated Based on WP 3810
(RAL TL73-215, 7-13.73;
RALTL73-224, 7-30-73)

NEW 2HR RATED CEILING

PROPRIETARY* 2 HOUR
FIRE

WICKOD FLOOR, WOOD JOISTS, GYPSUM WALLBOARD,

RESIUENT CHANNELS
gypsum wallboard applled at right angles to 2 x 10 wood
coaled nails, 2'/2" long, 0.113 shank, 19/ heads, 7" o.c.
led at right angles to wood framing through base layer

channel installed at face layer end Jolnis. Face layer %"
lboard applied at right angles ta resifient furring channels
Woad folsts supporting **a" plywood subfloor and 19/s2"
at right angles (o Jolsts with [oints staggered, Consult

other flooring options. Approx. Celling
Welght: 6 pst
OPRIETARY GYPSUM BOARD . Flre Test: UL R1318-114, 7-21-67,
. 5" FireBloc® Type C UL Deslgn LET1
5" ToughRock® Fireguard® C o
%Is" Firachack® Typa C

- 5" Gold Bond® Brand FIRE-SHIELD C™
Gypsum Wallboard

$/s" FLAME CURB® Super 'C'™*

. 8" TG-C
- %" SHEETROCK® Brand FIRECODE® C
Core Gypsum Panels
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